
STØRRELSE LÆNGDE MATERIALE FINISH DRIVER STØRRELSE VARENR. ANTAL/BOX

NO.8 (4.2MM) 1/2" (13MM) CASE HARDENED STEEL DELTA PROTEKT® T20 RTCD08D-DP 100

NO.8 (4.2MM) 3/4" (19MM) CASE HARDENED STEEL DELTA PROTEKT® T20 RTCD08F-DP 100

NO.8 (4.2MM) 1" (25MM) CASE HARDENED STEEL DELTA PROTEKT® T20 RTCD08G-DP 100

NO.8 (4.2MM) 1-1/2" (38MM) CASE HARDENED STEEL DELTA PROTEKT® T20 RTCD08I-DP 100

NO.10 (4.8MM) 3/4" (19MM) CASE HARDENED STEEL DELTA PROTEKT® T25 RTCD10F-DP 100

NO.10 (4.8MM) 1" (25MM) CASE HARDENED STEEL DELTA PROTEKT® T25 RTCD10G-DP 100

NO.10 (4.8MM) 1-1/2" (38MM) CASE HARDENED STEEL DELTA PROTEKT® T25 RTCD10I-DP 100

NO.10 (4.8MM) 2" (50MM) CASE HARDENED STEEL DELTA PROTEKT® T25 RTCD10J-DP 100

NO.12 (5.5MM) 1" (25MM) CASE HARDENED STEEL DELTA PROTEKT® T27 RTCD12G-DP 100

NO.12 (5.5MM) 1-1/2" (38MM) CASE HARDENED STEEL DELTA PROTEKT® T27 RTCD12I-DP 100

NO.12 (5.5MM) 2" (50MM) CASE HARDENED STEEL DELTA PROTEKT® T27 RTCD12J-DP 100


