Product Details

Pan Head A2 Stainless Steel 2-Hole Machine Screw
Popular aesthetically pleasing drive for any two-way application.

This drive system, sometimes known as Snake Eye®, or Pig Nose is designed for low to
medium torque applications. It has 2 holes drilled into the head which requires a unigue 2-
pin matching driver to install and remove it.

Full range of Self Tapping and Metric Machine Screws stocked in A2
Stainless Steel

Other styles of fasteners available in the 2-Hole drive system: Barrel
Muts, Male & Female Bolts, Grub Screws, Glass Screws, Large Disc Head
Screws

STORRELSE LAENGDE MATERIALE DRIVER VARENR. ANTAL/BOX
M3 10MM A2 STAINLESS STEEL TH3 THPMO0310 100
M3 12MM A2 STAINLESS STEEL TH3 THPMO0312 100
M3 16MM A2 STAINLESS STEEL TH3 THPMO0316 100
M4 6MM A2 STAINLESS STEEL TH5 THPMO0406 100
M4 10MM A2 STAINLESS STEEL THS THPMO0410 100
M4 12MM A2 STAINLESS STEEL THS THPMO0412 100
M4 16MM A2 STAINLESS STEEL THS5 THPMO0416 100
M4 20MM A2 STAINLESS STEEL THS THPMO0420 100
M4 25MM A2 STAINLESS STEEL TH5 THPMO0425 100
M4 30MM A2 STAINLESS STEEL TH5 THPMO0430 100
M5 8MM A2 STAINLESS STEEL TH6 THPMO0508 100
M5 12MM A2 STAINLESS STEEL TH6 THPMO0512 100
M5 16MM A2 STAINLESS STEEL TH6 THPMO516 100
M5 20MM A2 STAINLESS STEEL TH6 THPMO0520 100
M5 25MM A2 STAINLESS STEEL TH6 THPMO0525 100
M5 30MM A2 STAINLESS STEEL TH6 THPMO0530 100
M6 12MM A2 STAINLESS STEEL TH8 THPMO0612 100
M6 16MM A2 STAINLESS STEEL TH8 THPMO0616 100
M6 20MM A2 STAINLESS STEEL TH8 THPMO0620 100
M6 25MM A2 STAINLESS STEEL TH8 THPMO0625 100
M6 30MM A2 STAINLESS STEEL TH8 THPMO0630 100
M6 35MM A2 STAINLESS STEEL TH8 THPMO0635 100
M6 40MM A2 STAINLESS STEEL TH8 THPMO0640 100
M6 45MM A2 STAINLESS STEEL TH8 THPMO0645 100
M6 50MM A2 STAINLESS STEEL TH8 THPMO0650 100
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